
Metering Pumps

Flow rate up to 1000 l/h, working pressure up to 10 bar

Motor driven diaphragm metering pump 

•	 Solid Teflon diaphragm pump heads with built in 
priming valve

•	 Stroke length adjustment
•	 Single and three phase motors. 
•	 0.18, 0.37 and 0.55 kW motors sizes 

 
 
 

•	 50 and 60 Hz motors
•	 Foot valve with filter, injection valve and tubing  

included in the pumps with capacities up to 240 l/h 
 

PUMP HEADS

PVDF PP AISI316L       
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Metering Pumps
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50Hz SPM

Pressure Capacity

Motor

HOSES CONNECTION

PVDF SS PP
bar psi l/h gph

N
M

3 
m

m

010060 175

10 145

60 15,8

0,18 kW 1/2” 
13 mm

R1/2” 
G1/2”

1/2” 
13 mm

010030 94 30 7,9

010024 70 24 6,3

010012 35 12 3,2

4 
m

m

010016 35 10 145 16 4,2 0,18 kW 1/2” 
13 mm

R1/2” 
G1/2”

1/2” 
13 mm

TM

3 
m

m

010105 175

10 145

105 27,7

0,37 kW 3/4” 
13 mm

R3/4” 
G3/4”

3/4” 
13 mm

010056 94 56 14,8

010042 70 42 11,1

010021 35 21 5,5
4 

m
m

007160 175

7 101,5

160 42,3

0,37 kW 3/4” 
13 mm

R3/4” 
G3/4”

3/4” 
13 mm

007086 94 86 22,7

007064 70 64 16,9

007032 35 32 8,5

6 
m

m

005240 175

5 72,5

240 63,4

0,37 kW 3/4” 
18 mm

R3/4” 
G3/4”

3/4” 
18 mm

005128 94 128 33,8

005096 70 96 25,4

005048 35 48 12,7

U
M

4 
m

m

005350 175

5 72,5

350 92,4

0,37 kW G1-1/2” 
30 mm R1” G1-1/2” 

30 mm
005188 94 188 49,7

005140 70 140 37

005070 35 70 18,5

5 
m

m

005440 175

5 72,5

440 116,2

0,37 kW G1-1/2” 
30 mm R1” G1-1/2” 

30 mm
005236 94 236 62,3

005176 70 176 46,5

005176 35 88 23,2

6 
m

m

005530 175

5 72,5

530 140

0,37 kW G1-1/2” 
30 mm R1” G1-1/2” 

30 mm
005284 94 284 75

005212 70 212 56

005106 35 106 28

10
 m

m 005M00 175
5 72,5

1000 264,1 0,55 kW G1-1/2” 
30 mm R1” G1-1/2” 

30 mm005520 94 520 137 0,37 kW

8 
m

m

005750 175 5 72,5 750 198,1 0,55 kW G1-1/2” 
30 mm R1” G1-1/2” 

30 mm

10
 m

m

002M00 175 2 29 1000 264,1

0,37 kW G1-1/2” 
30 mm R1” G1-1/2” 

30 mm
004520 94 4 58 520 137,4

005390 70
5 72,5

390 103

005180 35 180 47,6

8 
m

m

003750 175 3 43,5 750 198,1

0,37 kW G1-1/2” 
30 mm R1” G1-1/2” 

30 mm
005380 94

5 72,5

380 100,4

005290 70 290 76,6

005140 35 140 37

FEATURES

•	 3-phase motor

•	 PTFE diaphragm

•	 Aluminium enclosure

•	 Spring return mechanism

•	 Manual degassing valve (PVDF     
and PP pump heads)

•	 Double ball check valve

•	 Stroke adjustment

•	 Liquid ends available in different 
sizes and materials

MODELS

PRIUS D - 50 Hz 3-PHASE

PUMP HEADS

PP

PVDF

AISI 316L
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50Hz SPM

Pressure Capacity

Motor

HOSES 
CONNECTION

SSbar psi l/h gph

L1

1.
5 

m
m

100004 175

100 1450,4

4 1,1

0,37 kW 3/8” 100002 94 2 0,5

1001,5 70 1,5 0,4

M
1

2 
m

m

050017 175

50 870,2

17 4,5

0,37 kW 1/2” 
050009 94 9 2,4

050005 70 5 1,3

05002,5 35 2,5 0,7
N

2 
m

m

030028 175

30 435,1

28 7,4

0,37 kW 1/2” 
030014 94 14 3,7

030010 70 10 2,6

030005 35 5 1,3

S

4 
m

m

030076 175

30 435,1

76 20,1

0,37 kW 1/2” 
030041 94 41 10,8

030030 70 30 7,9

030015 35 15 4

T

6 
m

m

020170 175

20 290,1

170 44,9

0,37 kW 3/4” 
020091 94 91 24

020068 70 68 18

020034 35 34 9

FEATURES

•	 3-phase motor driven high          
pressure pump

•	 PTFE diaphragm 

•	 Aluminium enclosure

•	 Spring return mechanism

•	 Stroke adjustment

•	 Double ball check valve

PRIUS D AP - HIGH PRESSURE 50 Hz 3-PHASE

MODELS

PUMP HEADS

AISI 316L




